
Inherent flame resistant fabric 
- Tencate Tecasafe® Plus

YKK zipper

Sto-nor 9801 FR reflective 
tape around lower legs

Cargo pockets with plastic 
press stud flap closure

Wide belt loops

Straight waistband

Front angled pockets with 
reinforced opening

Single back patch pocket with 
plastic press stud flap closure

BPC8189T | TENCATE TECASAFE® PLUS 580 TAPED LIGHTWEIGHT FR CARGO PANT

FEATURES
 ⁄ Inherent flame resistant fabric - Tencate Tecasafe® Plus

 ⁄ Sto-nor 9801 FR Reflective tape around lower legs

 ⁄ Straight waistband

 ⁄ Front angled pockets with reinforced opening

 ⁄ Cargo pockets with plastic press stud flap closure

 ⁄ Single back patch pocket with plastic press stud flap closure

 ⁄ Wide belt loops

 ⁄ YKK zipper

COLOURS
Navy (BPCT)

SIZES 
77 - 112R 
87 - 132S
Modern Fit

FABRIC 
TenCate Tecasafe® Plus 580A 
FR Modacrylic/Lyocell/Aramid
197gsm

AUSTRALIAN AND INTERNATIONAL STANDARDS
 ⁄ AS/NZS 2621:1998 Textiles - Guide to the Selection of Correct Care Labelling Instructions 

from AS/NZS 1957 

 ⁄ AS/NZS 2392:1999 Textiles - Labelling of Clothing, Household Textiles & Furnishing

 ⁄ AS/NZS 1957:1998 Textiles - Care Labelling

 ⁄ AS/NZS 2622:1996 Textiles Products - Fibre Content Labelling

 ⁄ AS/NZS 4399:2017 Sun Protection Clothing - Evaluation and Classification

 ⁄ AS/NZS 1906.4:2010 Hi Visibility Materials For Safety Garments

 ⁄ NFPA70E: Electrical Safety in the Workplace

 ⁄ NFPA2112: Flame Resistant Garments For Protection of Industrial Personnel against Flash Fire

 ⁄ ISO 11612: Protective Clothing Against Heat and Flame

Navy
(BPCT)


